
Dr awing:

INPUT V OL T A GE : 200-240 V ac INPUT R A NGE V OL T A GE 180-264 V ac

INPUT FR E QUE NCY : 50 Hz

INPUT CUR R E NT : 0.15 A mp. rms. 200 V ac at 4pcs led

INR USH CUR R E NT : 5 A mp. peak at 200 V ac

T ested A t Max. load 25 , Cool state

OUT PUT V OL T A GE : 18 V ± 10 % at no load

CONST A NT CUR R E NT : 350 mA ± 7.5 % T est at 25 cool state

L OW POWE R FA CT OR

L INE R E GUL A T ION : INPUT = 200-240 V ac,output loaded at Max. load.

R E GUL AT ION = ± 5 %

POWE R E FFICIE NCY 1 : 60% Min. at 200 V ac 50 Hz, at 4pcs led

POWE R E FFICIE NCY 2 : 45% Min. at 200 V ac 50 Hz, at 1pcs led

DIME NSIONS: 42.2 (L ) * 40.2 (W) * 22(H)mm (T olerance as drawing)

WE IGHT : 40 g Max.

OPE R A T ING T E MPE R A T UR E :

ST OR A GE T E MPE R A T UR E :

R E L A T IV E T E MPE R A T UR E :

R E L AT I VE H UMI DI T Y 85%

L A B E L : I NNE R B OX : C A R T ON: 510*260*180mm

SIZE :35.5*28.5mm
B OX :60*46*32mm Q'T Y 200 PC S

N.W . : 7.4 K G S

G .W .: 9.2 K G S

M E A S: 0.85 C UF T

PH OT O

L E D POWE R SUPPL Y

ME CH ANI CAL SPE CI F I CAT I ON

350mA DC (1-4 L E D)

L E D POWE R SUPPL Y SPE CI F I CAT I ON
E L E CT R ONI CAL SPE CI F I CAT I ON

I NPUT V OL T A G E

-20 T o 60

200-240V A C

0 T o 50

OV E R CUR R E NT PR OT E CT ION , SHOR T CIR CUIT PR OT E CT ION

I nput C able : T E R MINA L

M ater ial: W E B M ater ial: K =A No Nail

Output C able :
R H . Non-condensing

T E R MINA L
ST ANDAR D

Safty:E N61558. E M C :E N55014-1,E N55014-2,E N61000-3-2,E N61000-3-3.
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